
www.mclellandmusic.comMANSION INDUSTRY CO.,LTD.

Feature:

Specifications:

*Class D circuit designed.                                               
*Stereo Or Mono audio Line level input (RCA)
*Speaker level in, Speaker level out to another Amplifier
*Adjustable subwoofer crossover frequency (40Hz-160Hz)
*Phase 0-180° adjustable
*Signal auto sensing
*12VDC trigger input from external device
*Compact size suits for most applications

Output Power: 
AMP-100SB: 100W @ 4 Ohms                                                                                                                                                                     
                     70W @ 8 Ohms
AMP-200SB: 200W @ 4 Ohms                                                                                                                                                                     
                     135W @ 8 Ohms
Total Harmonic Distortion (THD): 1%                                                                                   
Frequency Response: 20Hz-160Hz +/- 3dB
S/N: >90dB
Input Sensitivity: 200mV
Auto Turn-on Sensitivity: 2mV @ 50 Hz
Crossover: 40Hz-160Hz
Phase:  0° ~ 180°                                                                               
AC Voltage Range: 100~240 VAC
Standby Power: 1.8W
Dimensions: AMP-100SB: 143mm x 45 mm x 120 mm (WxHxD)
                     AMP-200SB: 220mm x 45 mm x 273 mm (WxHxD)
Weight: AMP-100SB: 0.8KG
              AMP-200SB: 1.32KG

Feature:

Specifications:

AMP-300SB 
Subwoofer Amplifier

* Provides 300 Watts Output Power (RMS @ 4 Ohms)

* Class D circuit designed

* Switch mode power supply

* DC 12V trigger In for remotely Turn-on

* DC 12V trigger Out to trigger external device

* Music/On/12V trigger on

* Standby mode (Only switch at “Music” position). 

* LFE input

* RCA Line out to another amplifier.

* Speaker Level In / Out terminals.

* Selectable Voltage (120V or 230V)

Power Output: 300 Watts (RMS @ 4 Ohms)
Total Harmonic Distortion (THD): <1% (Rated power: 300W @ 4 Ohms)
Adjustable Low Pass Crossover: 35Hz ~ 180Hz
Line Level Input Sensitivity: 200mV
Phase Range: 0° ~ 180°
Auto Turn-on Sensitivity: 3mV @ 50 Hz
Trigger Out: DC 12V
Trigger In: DC 12V
Thermal Protection: Yes
Dimension: 420mm x 62mm x 241mm (WxHxD)
Weight: 3.8 Kgs

AMP-100SB/ AMP-200SB
Subwoofer Amplifier


